
HƯỚNG DẪN SỬ DỤNG
Cảm biến cửa từ không dây



- Kích thước sản phẩm (LxWxHmm):  50x25x10mm
- Số phím điều khiển: 1 nút nhấn.
- Độ nhạy: 20 - 25 AT.
- Điện áp hoạt động: 1 Pin CR2032.
- Tuổi thọ pin lên đến 2 năm
- Dòng tiêu thụ: 20mA chế độ hoạt động.
- Dòng tiêu thụ: 2.5uA chế độ chờ.
- Chip xử lý chính: ARM cortex M (USA), RAM/ROM/FLASH: 
32KB
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- Xác định vị trí gắn cảm biến trên cửa.
- Khoản cách giữa 2 thiết bị cảm biến cửa max 10mm. Kiểm 
thử kết nối của 2 thiết bị cảm biến cửa trước khi bắt cố định.

THÔNG SỐ KỸ THUẬT
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LẮP ĐẶT
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THIẾT LẬP
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Nhấn tiếp nút nhấn để học ID
(Đảm bảo MCE đang ở trong chế độ học ID)

Nếu học thành công, thiết bị 

sẽ tự thoát. Nếu học thất bại, 

bạn sẽ nghe thấy 1 tiếng bíp 

dài và đèn đỏ vẫn nhấp nháy

Lúc này để học lại, bạn nhấn 
tiếp vào nút nhấn hoặc 

nhấn giữ nút cho đến khi 
nghe tiếng bíp dài để thoát

Chạm giữ nút để vào MENU
(Đến khi nghe 2 tiếng bíp rồi thả tay ra sẽ thấy đèn màu đỏ

nhấp nháy 2 lần liên tiếp sau mỗi 3 giây)

HỌC THIẾT BỊ VÀO BỘ TRUNG TÂM

Các thiết lập nâng cao của thiết bị sẽ được thực 
hiện trên app iHome
Quét mã QR để biết thêm chi tiết



USER MANUAL
Wireless Magnetic Door Sensor



- Product Dimensions (L x W x H): 50 x 25 x 10 mm
- Number of Control Buttons: 1 button
- Sensitivity: 20 - 25 AT
- Operating Voltage: 1 CR2032 battery
- Battery Life: Up to 2 years
- Current Consumption: 20mA in operation mode
- Current Consumption: 2.5µA in standby mode
- Main Processor: ARM Cortex M (USA), RAM/ROM/FLASH: 
32KB
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SPECIFICATION
1

INSTALLATION
- Determine the location to install the sensor on the door.
- The maximum distance between the two sensor devices 
should be 10mm. Test the connection between the two 
sensor devices before final installation.
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Press the button again to learn the ID
(Ensure the MCE is in ID learning mode)  

If the learning process is success-
ful, the device will automatically 
exit. If the learning process fails, 

you will hear a long beep, and the 
red LED will continue blinking

To retry, press the button 
again or press and hold the 

button until you hear a 
long beep to exit

Press and hold the button to enter the MENU
(Release when you hear two beeps, and the red LED will

blink twice consecutively every 3 seconds)

SET UP
DEVICE LEARNING INTO THE CENTRAL UNIT

The advanced settings of the device will be 
configured through the iHome app
Scan the QR code for more details


